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the procedures as described in the safe-
ty analysis report, and (iii) conduct
tests or experiments not described in
the safety analysis report, without
prior Commission approval, unless the
proposed change, test or experiment in-
volves a change in the technical speci-
fications incorporated in the license or
an unreviewed safety question.

(2) A proposed change, test, or experi-
ment shall be deemed to involve an
unreviewed safety question (i) if the
probability of occurrence or the con-
sequences of an accident or malfunc-
tion of equipment important to safety
previously evaluated in the safety
analysis report may be increased; or
(i) if a possibility for an accident or
malfunction of a different type than
any evaluated previously in the safety
analysis report may be created; or (iii)
if the margin of safety as defined in the
basis for any technical specification is
reduced.

(b)(1) The licensee shall maintain
records of changes in the facility and of
changes in procedures made pursuant
to this section, to the extent that these
changes constitute changes in the fa-
cility as described in the safety analy-
sis report or to the extent that they
constitute changes in procedures as de-
scribed in the safety analysis report.
The licensee shall also maintain
records of tests and experiments car-
ried out pursuant to paragraph (a) of
this section. These records must in-
clude a written safety evaluation
which provides the bases for the deter-
mination that the change, test, or ex-
periment does not involve an
unreviewed safety question.

(2) The licensee shall submit, as spec-
ified in §50.4, a report containing a
brief description of any changes, tests,
and experiments, including a summary
of the safety evaluation of each. The
report may be submitted annually or
along with the FSAR updates as re-
quired by §50.71(e), or at such shorter
intervals as may be specified in the li-
cense.

(3) The records of changes in the fa-
cility shall be maintained until the
date of termination of the license, and
records of changes in procedures and
records of tests and experiments shall
be maintained for a period of five
years.

§50.61

(c) The holder of a license authoriz-
ing operation of a production or utili-
zation facility who desires (1) a change
in technical specifications or (2) to
make a change in the facility or the
procedures described in the safety anal-
ysis report or to conduct tests or ex-
periments not described in the safety
analysis report, which involve an
unreviewed safety question or a change
in technical specifications, shall sub-
mit an application for amendment of
his license pursuant to §50.90.

(d) The provisions of this section
apply to each nuclear power reactor li-
censee that has submitted the certifi-
cation of permanent cessation of oper-
ations required under §50.82(a)(1)(i).

(e) The provisions of paragraphs (a)
through (c) of this section apply to
each non-power reactor licensee whose
license no longer authorizes operation
of the reactor.

[39 FR 10555, Mar. 21, 1974, as amended at 41
FR 16446, Apr. 19, 1976; 41 FR 18302, May 3,
1976; 42 FR 20139, Apr. 18, 1977; 51 FR 40309,
Nov. 6, 1986; 57 FR 39358, Aug. 31, 1992; 61 FR
39300, July 29, 1996]

§50.60 Acceptance criteria for fracture
prevention measures for lightwater
nuclear power reactors for normal
operation.

(a) Except as provided in paragraph
(b) of this section, all light-water nu-
clear power reactors, other than reac-
tor facilities for which the certifi-
cations required under §50.82(a)(1) have
been submitted, must meet the frac-
ture toughness and material surveil-
lance program requirements for the re-
actor coolant pressure boundary set
forth in appendices G and H to this
part.

(b) Proposed alternatives to the de-
scribed requirements in Appendices G
and H of this part or portions thereof
may be used when an exemption is
granted by the Commission under
§50.12.

[48 FR 24009, May 27, 1983, as amended at 50
FR 50777, Dec. 12, 1985; 61 FR 39300, July 29,
1996]

§50.61 Fracture toughness require-
ments for protection against pres-
surized thermal shock events.

(a) Definitions. For the purposes of
this section:
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